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97.37–42 Markings for lifesaving appliances, 
instructions to passengers, and stowage 
locations. 

97.37–47 Portable magazine chests. 
97.37–50 Ventilation alarm failure. 
97.37–60 Watertight doors. 
97.37–90 Vessels contracted for prior to No-

vember 19, 1952. 

Subpart 97.40—Markings on Vessels 

97.40–1 Application. 
97.40–5 Hull markings. 
97.40–10 Draft marks and draft indicating 

systems. 
97.40–15 Load line marks. 

Subpart 97.45—Carrying of Excess Steam 

97.45–1 Master and chief engineer respon-
sible. 

Subpart 97.47—Routing Instructions 

97.47–1 All persons must comply. 

Subpart 97.50—Compliance With Provisions 
of Certificate of Inspection 

97.50–1 Master or person in charge respon-
sible. 

Subpart 97.53—Exhibition of License 

97.53–1 Licensed officers. 

Subpart 97.55—De-Energizing of Cargo 
Hold Lighting Circuits When Grain or 
Other Combustible Bulk Cargo Is Car-
ried 

97.55–1 Master’s responsibility. 
97.55–5 Warning notice posted. 

Subpart 97.80—Operation of Vehicles in 
Enclosed Locations 

97.80–1 Special operating conditions. 

Subpart 97.90—Pilot Boarding Operations 

97.90–1 Pilot boarding operation. 

Subpart 97.95—Person in Charge of 
Transfer of Liquid Cargo in Bulk 

97.95–1 General. 

AUTHORITY: 33 U.S.C. 1321(j); 46 U.S.C. 2103, 
3306, 6101; 49 U.S.C. 5103, 5106; E.O. 12234, 45 
FR 58801, 3 CFR, 1980 Comp., p. 277; E.O. 
12777, 56 FR 54757; 3 CFR, 1991 Comp., p. 351; 
Department of Homeland Security Delega-
tion No. 0170.1. 

SOURCE: CGFR 65–50, 30 FR 17011, Dec. 30, 
1965, unless otherwise noted. 

Subpart 97.01—Application 

§ 97.01–1 General. 

(a) The provisions of this part shall 
apply to all vessels except as specifi-
cally noted in this part. 

§ 97.01–2 Incorporation by reference. 

(a) Certain material is incorporated 
by reference into this part with the ap-
proval of the Director of the Federal 
Register under 5 U.S.C. 552(a) and 1 
CFR part 51. To enforce any edition 
other than that specified in paragraph 
(b) of this section, the Coast Guard 
must publish notice of change in the 
FEDERAL REGISTER; and the material 
must be available to the public. All ap-
proved material is available for inspec-
tion at the U.S. Coast Guard, Life-
saving and Fire Safety Division (G- 
MSE–4), 2100 Second Street SW., Wash-
ington, DC 20593–0001, or at the Na-
tional Archives and Records Adminis-
tration (NARA). For information on 
the availability of this material at 
NARA, call 202–741–6030, or go to: http:// 
www.archives.gov/federallregister/ 
codeloflfederallregulations/ 
ibrllocations.html. All material is 
available from the sources indicated in 
paragraph (b) of this section. 

(b) The material approved for incor-
poration by reference in this part and 
the sections affected are as follows: 

American Society for Testing and Materials 
(ASTM) 

100 Barr Harbor Drive, West Conshohocken, 
PA 19428–2959 

ASTM D 93–97, Standard Test Methods for 
Flash Point by Pensky-Martens Closed Cup 
Tester—97.15–55 

ASTM Adjunct F 1626, Symbols for Use in 
Accordance with Regulation II–2/20 of the 
1974 SOLAS Convention as amended PCN: 
12–616260–01 (1996)—97.36–1 

International Maritime Organization (IMO) 

Publications Section, 4 Albert Embankment, 
London, SE1 7SR United Kingdom 

Resolution A.654(16), Graphical Symbols for 
Fire Control Plans—97.36–1 

[CGD 95–028, 62 FR 51207, Sept. 30, 1997, as 
amended by USCG 1998–4442, 63 FR 52191, 
Sept. 30, 1998; USCG 1999–5151, 64 FR 67181, 
Dec. 1, 1999] 
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